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INSTALLATION
INSTRUCTIONS

Accessory .oN snoitacilbuPnoitacilppA

Issue Date

AUG 2008

2009 RIDGELINEXM RADIO SYSTEM
     AII 40319

08B15-SJC-1A00-91

PARTS LIST

Attachment Kit:
P/N 08B15-SJC-100A

2 XM tuner brackets

Bus cable

Wire tie with clip

21 Wire ties

3 EPT sealers

Cushion tape

4 Flange nuts, 6 mm

4 Washer-screws, 5 x 8 mm

4 Washer-bolts, 6 x 16 mm

XM Antenna (sold separately):
P/N 08A15-0J1-100

Antenna

XM Tuner (sold separately):
P/N 08A15-3J1-000

XM tuner

TOOLS AND SUPPLIES REQUIRED
Phillips screwdriver
Flat-tip screwdriver
10 mm Combination wrench
Ratchet
8 and 10 mm Socket
Isopropyl alcohol
Shop towel
Tape measure
Scissors
Felt-tip pen
TORX wrench
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4703032T

4703023T

6421180B 4. Pull away the weatherstrip from around the
passenger’s A-pillar. Remove the passenger’s A-
pillar trim (two clips).

Illustration of the XM Radio System Installed on the
Vehicle

Customer Information: The information in this
installation instruction is intended for use only by
skilled technicians who have the proper tools,
equipment, and training to correctly and safely add
equipment to your vehicle. These procedures
should not be attempted by “do-it-yourselfers.”

INSTALLATION

1. Make sure you have the anti-theft code for the
audio unit, then write down the radio station presets.

2. Disconnect the negative cable from the battery.

ANTENNA

XM TUNER

BUS
CABLE

AUDIO
UNIT

3. Remove the front passenger’s grab rail:

• Remove the screw covers (two retaining tabs
for each cover).

• Remove the two screws, and remove the
grab rail.

PASSENGER’S
GRAB RAIL

SCREW
COVER

SCREW

RETAINING
TAB

RETAINING
TAB

SCREWSCREW
COVER

WEATHERSTRIP
(Pull away.)

2 CLIPS 
PASSENGER’S
A-PILLAR TRIM
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4703231T

3915102T

3916011T

5. Remove the right sunvisor screw cover (four
retaining tabs), and remove the right sunvisor
(two TORX screws, and unplug the vehicle
connector).

6. Open the glove box. Remove the left and right
stops from the glove box by releasing the retaining
tabs.

7. Remove the left dashboard side cover (seven
clips).

8. Insert a flat-tip screwdriver wrapped with a shop
towel into the groove of the instrument panel and
release the two clips. Pull the instrument panel out
toward you to release the 18 clips, and remove the
instrument panel by unplugging the vehicle 
connectors.

4703051T

RIGHT
SUNVISOR

TORX SCREWS
(T25)

SCREW
COVER

4 RETAINING
TABS 

VEHICLE 2-PIN
CONNECTOR

LEFT
DASHBOARD
SIDE COVER

2 STOPS 

2 RETAINING
TABS 

RIGHT
STOPPERLEFT

STOPPER

GLOVE BOX

GLOVE BOX

VEHICLE
CONNECTORS

VEHICLE
CONNECTORS

INSTRUMENT
PANEL

18 CLIPS 

VEHICLE
CONNECTOR SHOP

TOWEL

FLAT-TIP SCREWDRIVERS
(Insert into the groove.)

2 CLIPS 

7 CLIPS


















